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HEAVY HORN extension 


Swivel Base 


Nos. 923, 9231, 924, 
9242, 925, 926 
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on body provides extra 
rigidity and slide support 
when vise is opened to full 
capacity. 


SPRING SCREW FAS- 
TENER holds buttress- 
thread screw tight with no 
slippage or backlash. 
Spring screw compen- 
sates for wear and is held 
securely by two collars 
and a pin. 


BUTTRESS THREAD on 
steel screw adds 50% 
more strength at root of 
the thread—extra strong 
where most needed. 


JAW FACINGS are made 
of tool steel, easily 
replaceable. Available 
smooth or with deep- 
ground serrations. 


NON-SLIP SWIVEL 
BASE with cast internal 
grooves. Tapered clamp 
bolt with matching 
grooves assures _ rigid 
clamping. Clamp easy to 
operate, swings back out 
of way. 


FRONT AND BACK 
JAWS are made of high 
quality materials heavily 
sectioned at all stress 
points. Back jaw has 33% 
greater slide bearing. 


WHEN you specify Starrett you get a heavy duty 
machinists’ vise engineered and built to take life-long 
grueling punishment. Starrett Vises are made to rigid 
specifications using finest materials with carefully 


controlled material analysis. They meet or surpass 
Federal specifications. Starrett standards of 
manufacture provide rugged dependability in the 
world’s finest industrial vises. 
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Machinists’ Vises, Stationary Jaw 
Nos. 923, 924, 925, 926 Series 


* Brutes for Strength * Hardened and Ground Serrated or 
* Stronger, More Rigid Throughout Smooth Jaws 
* Greater Slide Bearing Support with * Convenient Anvil Surface 
Stronger Section. 33% Increase in Slide * Convertible from Stationary to Swivel 
Bearing Area Base 
* Increased Throat Depth * Durable, Attractive Finish 
For rugged dependability you can’t beat these “work- incorporates the famous Starrett positive-lock swivel 
horses.” High quality at economical prices. Attractive — see opposite page. Designed for life-long service. 


finish. Tapered no-pinch handle. Swivel base 


Without Swivel Base 


Jaw Max. Jaw Jaw Shipping 
Cat. EDP Width Opening Depth Weight, Ib. 


No. No. in. in. in. Without Base 

923A 55728 3 4 3 26 

923%rA 55729 3% 5 3% 40 

924A 55730 4 6 4 54 F er | 

924%,A 55731 4% 7 4% 73 et ee pce ec, 
925A 55732 5 8 5 87 : PSs 


926A 55733 6 9% 6 182 ie “ote | ATHOU VISE 


[) ATHOL, WASS 


Furnished with replaceable steel jaws either serrated 
or smooth. Serrated furnished unless otherwise 
specified. 


Packed one in a carton. 


Swivel Base Kit 


For above vises. Includes base, swivel base stud, 
clamp bolt and clamp nut. 


Shipping 
Cat. No. EDP No. Fits Vice No. Weight, Ib. 
923B 55740 923A vA 
92312B 55741 923%A 8 
924B 55742 924A 11 
92412B 55743 924%A 13 
925B 55744 925A 16 
926B 55745 926A 20 


Packed one in a carton. 


With Swivel Base 


Jaw Max. Jaw Jaw Shipping 
Cat. EDP Width Opening Depth Weight, Ib. 


No. No. in. in. in. With Base 
923C 55734 3 4 3 33 
923%C 55735 3% 5 3% 48 
924C 55736 4 6 4 67 
924%C 55737 4% 7 4% 85 
925C 55738 5 8 5 103 
926C 55739 6 9% 6 205 


Furnished with replaceable steel jaws either serrated 
or smooth. Serrated furnished unless otherwise 
specified. 


Packed one in a carton. 
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Machinists’ Vises 
Swivel Jaw 
Swivel Base 
Nos. 64312, 64412, 646 


ADJUSTABLE back jaw 
stationary with pin in place. 
Removal of pin allows 
adjustment for tapered work 
with maximum gripping. 
Especially adaptable for tool 
and die room for wide range of 
work. Attractive finish. Tapered 
no pinch handle. 


Jaw Max. Jaw Jaw 


Cat. EDP Width Opening Depth 
No. No. in. in. in. 
643% 55746 3% 4% 3% 
64412 55747 4% 6% 4 

646 55748 «6 9% 4% 


Furnished with replaceable steel jaws either serrated or smooth. Serrated furnished unless otherwise specified. 


Packed one in a carton. 


Jaw Max. Jaw Jaw Pipe Shipping 
Cat. EDP Width Opening Depth Size Weight 
No. No. in. in. in. in. Ib. 
023% 55750 3% 3% 2% Y—1% 22 


Furnished with replaceable steel serrated jaws. 
Packed One in a Carton 


Shipping 
Weight 


Ib. 
43 
86 

202 


Toolmakers’ 
Combination 
Vise 
Stationary Jaw 
Swivel Base 
No. 0231/2 


THE best for home workshop or 
garage. Full 1%” bearing on 
slides and screw. Anvil surface. 
Solid steel slides. Buttress 
thread. Swivel-wrench locking. 
Full 360 degree swivel base. 
Solid-screw backthrust collar. 
Tapered no-pinch handle. 
Attractive finish. 


Starrett macuinists’ vises ; 


Combination 
Pipe and 
Bench Vises 
Stationary Jaw 
Swivel Base 
Nos. 3231/2, 32412, 325, 326 
JAWS withstand strain of pipe 
work, made of hardened tool 
steel. Stands up under tough 
service. Easily replaceable 
grips do not project beyond 


face of vise jaws. Tapered no- 
pinch handle. Attractive finish. 


Jaw Max. Jaw Jaw Pipe Shipping 
Cat. EDP Width Opening Depth Size Weight 
in. 


No. No. in. in. in. Ib. 

323% 55752 3% 4% 3% Y—2\2 48 
324% 55753 4% 6% 5% Y%—3'2 89 
325 55754 5 7% 5% Y%—4%2 113 
326 55755 +6 8% The Yu—6 225 


Furnished with replaceable steel serrated jaws. 
Packed one in a carton. 


Sheetmetal Vise 
Stationary Jaw 
Swivel Base 
No. 42412 


DESIGNED especially for 
sheet-metal and wood working. 
Has extra-long beam and high, 
rigid, smooth-faced jaws to grip 
large pieces firmly. Made with 
material identical to machinists’ 
vises. Tapered no-pinch 
handle. Attractive finish. 


Jaw Max. Jaw Jaw Shipping 
Cat. EDP Width Opening Depth Weight 
No. No. in. in. in. Ib. 


4242 55756 4% 10% 6 100 


Furnished with replaceable steel smooth jaws. 
Packed one in a carton. 
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Utility Vises 
312”, 4”, 5” Jaw Widths 
Nos. 01312”, 014, 015 


This is the answer to the shop man or home 
craftsman who demands a rugged bench vise at a 
price that’s right. Made of seasoned cast iron, the 
Starrett Utility Vise is massively sectioned to resist 
impact, leverage and torque. Its body is smoothly 
cast without corners and shoulders. 


The vise combines maximum jaw depth and 
opening, and exerts powerful clamping pressure 


Jaw 
Cat. EDP Width 
No. No. in. 
013%C 55788 3% 


014C 55789 4 
015C 55790 5 


B ATHOL 


STARK ey J 


MASS 


because of its all-steel screw with full form Acme 
thread. A machined beam encloses the screw, 
protecting its threads from damage during use. 
Additional features include replaceable jaws 
serrated for positive grip; auxiliary jaws for 
clamping pipe or round stock; machined anvil pad; 
integral anvil horn for forming and bending; swivel 
base with locking clamp and handle; three holes in 
base for bench mounting; rust resistant cadmium 
plate on handles. 


Max. Jaw Jaw Pipe Shipping 
Opening Depth Size Weight 
in. in. in. Ib. 

4 2% Y—1% 17 

5 3% Y—2 27 

6 3% Y—2% 38 


Packed one in a carton. 


Work clamped in regular 


jaws for filing jaws for cut-off 


Pipe clamped in auxiliary 


metal on flat anvil pad 


Forming flat stock over 
anvil horn 


Straightening sheet 


Starrett macuinists’ vises 


Moveable jaw rides on hard- 
ened steel bed plate for accu- 
racy and durability. Coolant 
troughs provided around cast- 
ing to contain flow of oil and 
chips. Swivel indexing base 
is removable. Base accurately 
graduated over 360 degrees. 
Easily set for any angle re- 
quired. Vise can be easily re- 
moved from swivel base by 
loosening two bolts, and used 
as plain milling machine vise. 
Removable jaw facings made 
of hardened alloy tool steel. 
Attractive finish. 


Milling Machine Vises 
Nos. 1024, 1026, 1027 


Use them in place of expensive jigs and fixtures. 
Dependable, Accurate. 


Cat. No. with base ........................ 1024C 1026C 
Cat. No. without base ..................... 1024A 1026A 
EDP No. with base...................... 55757 55758 
EDP No. without base .................... 55760 55761 
Jaw Width, in.......................00000. 4 6 
DSP th AN ices driers ve mds es. cere ehing org agen es Vhs 1'%32 
Max. opening, in. ...................000- 3's 4 
Overall Height 
With base, Ins 6c snicscciingemessmvansanese 4), 54s 
Without base, in. ....................... 2's 34/4 
Width without base, in..................... 7s 9" 
Swivel base diameter, in.................... 8", 10's 
Overall length, in......................000. 137s 17 
Shipping Weight 
With base, IB: 2.60 nese casiacicds we eames anne 39 98 
Without base; ID: asi csssaes cai nereaese os 27 78 


Sent with swivel base unless otherwise ordered. 


Packed one in a carton. 


1027C 
1027A 
55759 
55762 
7 
1'%32 
44 


53/4 
3% 
10%. 
11%. 
20'/s 


108 
84 


Quick Adjusting Drill Press Vise 


Standard Drill Press Vise 


No. 913'2Q 


No. 913% 


91312Q is a convenient vise for light drilling where quick adjustment 
is a requirement. Lift handle to release screw. Slide movable jaw up 
against work. Lower handle to re-engage screw for tightening. Great 
time saver. Built for years of rugged service. Attractive finish. The 
913% has all the features of the 913%2Q except the quick adjusting 
screw. Because of the completely enclosed screw it can be used on 


drill presses and milling machines. 


Jaw Max. Jaw Jaw 
Cat. EDP Width Opening Depth 
No. No. in. in. in. 
913%Q 56428 3% 4V2 12 
913% 55763 3% 42 12 


Furnished with replaceable steel smooth jaws. 


Packed one in a carton. 


Shipping 
Weight 
Ib. 

17 

17 
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Brass Vise Jaw Caps 


Designed to cover serrated jaw faces snugly to 
prevent marking of soft materials when held rigidly. 
Speedily attached and removed. 


Cat. No. EDP No. Size 


JC103 55764 3" 
JC103% 55765 3%" 
JC104 55766 4" 
JC104'2 55767 4," 
JC105 55768 5” 


Packed One Pair in a Box 


COMPARISON CHART 


Blank spaces indicate that to the best of our knowledge no competitive makes are available. 


MACHINISTS’ VISES—WITHOUT SWIVEL BASE 


Jaw 
Width STARRETT Columbian Hollands Morgan Reed Rigid Wilton Yost 
on 923A 503M2 13 30 103N 31PN 300N 103 
3" 92312A 503%M2 13% 35 1031%2N 33PN 350N 103% 
ay 924A 504M2 14 40 104N 41PN 400N 104 
4%" 92412A 504%M2 14% 45 104%N 43PN 450N 104% 
oY 925A 505M2 15 50 105N 51PN 500N 105 
6” 926A 506M2 16 60 106N 61PN 600N 106 
MACHINISTS’ VISES—WITH SWIVEL BASE 
3” 923C 603M2 23 130 103S 31SN 300S 203 
3%" 92312C 603%M2 23% 135 103%S 33SN 350S 20312 
4" 924C 604M2 24 140 104S 41SN 400S 204 
4%" 92412C 604%M2 24% 145 104%S 43SN 450S 204% 
iyi 925C 605M2 25 150 105S 51SN 500S 205 
6” 926C 606M2 26 160 106S 61SN 600S 206 
MACHINISTS’ VISES—SWIVEL BASE, SWIVEL JAW 
3%" 6431/2 403%M2 431%2H 335 403%R 33SJN 43% 
4%" 6441, 404%M2 4412H 345 404%R 43SJN 450SJ 44 
6” 646 406M2 46H 360 406R 78 
COMBINATION PIPE AND BENCH VISES 
3%" 3231/2 203%M2 87 1c 33CPN C-0 31C 
4" 32412 204%M2 53%H 88 2C 43CPN C-1 32C 
sil! 325 205M2 54H 288% 3C C-2 33C 
6” 326 206M2 56H 28912 4C 61CPN C-3 34C 
SHEETMETAL VISES 
4" 4241/2 224%M2 264% 138 224%R 42CPSN 503 
UTILITY VISES 
3%" 01312 D43% 23% 350R 643% 
4" 014 D44 24 400R 644 


5” 015 D45 25 500R 645 


